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microframe MODEL 190 SPECIFICATIONS
Interface

Features

The Model 190 Interface overlays numbers onto avideo
signal. It operates with the 904 or 906 Keypads. The
Interface accepts up to six digit numbers from the
keypads and displays them on a TV. The Model 190
Interface has optional Ethernetor RS232 interfaces. A
remote push button is available to move the displaying
numbers to different corners.

Operation

Once anumberis enteredinto the Keypad, the number
is sent immediately both to the Display and the TV.

Microframe® Model 190 Interface
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Model 190 Specifications
LOCAILED'S .......uvveiieiiiiiieee e "Power On", "No Video In Connected"
Push BUtton ........ccccceeiiiiiiniiiins External Dry Contact for Number Position
NumberHeight ...............oooeiiiis .052 x screen size

Max Inupt Voltage on Keypad Input.. 32 Vac Support and Sales

Max Inputon Video IN ...................... +2 Volts -3 Volts 800-635-38 1 1

Maximum Number of Digits .............. Depends on Keypad Digits

Power Input Requirements ............... 24VAC .3A supplied by keypad or external Trans- Microframe® Corporation
former which requires 115 Volts AC @ 20va www.microframecorp.com

Weight ... 0.75 Ib (0.4 kg) with transformer 2.25 Ib (1.0 kg)
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